

















6X6 TRTD. WD. POST

USP PBES66 COLUMN
CAPS

——————COLUMN POST ABOVE

T ) @ TRTD. WD,

SUPPORT PIPE -
(PROVIDED BY RAILING MANUF.)

FOR ROUTED POST ABOVE N
TRID.WDBLG |
MOUNT SUPPORT PIPE PER 1]

MANUF. RECOMMENDATIONS*/
USP JUS28 HANGER \/

2X8 TRTD WD BLOCK

6X6 TRTD. WD. POST/_\
2-9X8 TRTD. WD.

REST 2-2X8 ON POST &
TOE-NAIL TO OTHER 2-2X8's

\2-2xs TRTD. WD.

2X8 TRTD. WOOD
PORCH RAMING
/ WITH HANGERS

) — POST ABOVE
_——— 3-2X8 CORNER BRACING

3-16D GALV. NAILS @

" EACHPLY @ EAEND

o

2-2X8 TRTD. WD.

3 PLAN DETAIL

3/4" = 10"

CONT. METAL DRIP EDGE
X’_’ .

PREFIN. ALUM. FASCIA
VENTED PREFIN. ALUM. SOFFIT
WD BLOCKING

5 1/2" AZEK PVC TRIM ON BE
(3 SIDES)

9 1/4" AZEK PVC TRIMBOARD

— 3 - 2X10 WOOD HEADER

— USP PBES66 POST CAPS TOP
AND BOTTOM

* PRE-MANUFACTURED CAP

\______——ANCHOR COLUMN PER

MANUFACTURER
RECOMMENDATIONS

HB&G 10" SQUARE PERMACAST
COLUMNS; SPLIT SHAFT WITH
SPLIT TUSCAN CAP AND 3 1/2"
AZEK BASE PTD.

/\BXG TREATED WQOD POST

CERTAINTEED EVERNEW RAILING,
SECURE TO COLUMN PER
MANUF. RECOMMENDATIONS

N

____________\__\i____

| CONT. BEAM, SEE 4/A5

(

-— USP JUS28 HANGER

2X12 TRTD WD STRINGERS
1" THICK AZEK PVC RISERS
TREX TREADS [
X‘ \,—|
Ta=

‘I\_// USP PBES66 POST CAPS

USP PAG66 BASE, ANCHOR TO
CONC. FOOTING W/ 1/2'9 X 12" A.

MASTERMARK VINYL MASTER "

LATTICE -

] BOLT
//

O SECTION
2 Fw-io

SCISSOR TRUSS
HEADROOM @ STAIR BEYOND

PROVIDE NOTCHED 2X8
VERTICAL WEB @ MONOTRUSS
& NAIL TO SCISSOR TRUSS, BY
TRUSS MANUF.

MONO-TRUSS

VENTED PREFINISHED ALUM.
SOFFIT

TREX DECKING

NOTICE

THESE PLANS AND SPECIFICATIONS ARE NOT INTENDED
FOR CONSTRUCTION BECAUSE THEY ARE NOT SITE
SPECIFIC AND, THEREFORE, A QUALIFIED PROFESSIONAL
MUST REVIEW AND REVISE THE PLANS AND
SPECIFICATIONS IN ORDER TO RENDER THEM SUITABLE
FOR A SPECIFIC SITE AND IN COMPLIANCE WITH ALL
LOCAL CODES AND ORDINANCES. USER SHOULD RETAIN
THE SERVICES OF A PROFESSIONAL QUALIFIED TO
PERFORM THE NECESSARY DESIGN SERVICES TO
COMPLETE THESE SPECIFICATIONS, RENDER THEM
SUITABLE FOR CONSTRUCTION AND OBSERVE THE
CONSTRUCTION.

THESE PLANS AND SPECIFICATIONS WERE PREPARED
FOR THE GREATER MINNESOTA HOUSING FUND (GMHF)
FOR USE BY PERSONS CONTEMPLATING BUILDING
RESIDENCES IN MINNESOTA. THESE PLANS AND
SPECIFICATIONS SHOULD NOT BE USED TO OBTAIN A
BUILDING PERMIT WITHOUT AN INDEPENDENT REVIEW BY
A PROFESSIONAL QUALIFIED TO PERFORM DESIGN WORK
IN THE JURISDICTION WHICH THE PROJECT IS LOCATED.
IT IS THE INTENTION OF THE GMHF THAT THESE PLANS
AND SPECIFICATIONS WILL ONLY BE USED FOR
CONSTRUCTION AFTER THE REVIEW AND COMPLETION BY
A QUALIFIED PROFESSIONAL, WHO WOULD THEN AFFIX
HIS OR HER SIGNATURE TO THE PLANS AND
SPECIFICATIONS. THE GMHF, THE ARCHITECT, AND THE
ENGINEERS WHO PREPARED THE PLANS AND
SPECIFICATIONS GRANTS A LICENSE TO THE USER OF
THESE PLANS AND SPECIFICATIONS TO DEVELOP A SET
OF CONSTRUCTION DOCUMENTS FOR A RESIDENCE IN
MINNESOTA AND NO OTHER LICENSE OR GRANT IS
PROVIDED BY THE GMHF, THE ARCHITECT, OR THE
ENGINEERS. GMHF, THE ARCHITECT, AND THE
ENGINEERS MAKE NO WARRANTIES, EXPRESS OR
IMPLIED, WITH RESPECT TO THESE DOCUMENTS AND
DISCLAIMS THEIR ACCURACY, SUITABILITY OR ADEQUACY
FOR ANY PARTICULAR PROJECT.
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Building Better Neighborhoods

332 Minnesota Street Suite 1310-E.
p.(651) 221-1997; 1.(651)221-1904

ATTACH TRUSS ENDS TO WALL
W/ 2-16d TOE-NAILS & USP RT4
HURRICANE TIE EA. END & @
PORCH

TRUSS BEARING 4
A 4

7'-11 5/8"

ENTRY LEVEL
SUBFLOOR

<

CONCRETE POST FOOTING\ e

2X8 TREATED WOOD PORCH
FRAMING W/ USP JUS28
HANGERS

BOLT TRTD. 2X8 LEDGER TO HOUSE
RIM BOARD W/ 2 ROWS 3/8"@ X 6"
LAGS @ 24" 0.C.

Fraatll’: i
REPLACE RIM BOARD INSULATION Sk

WITH BLKG @ BOLT LOCATIONS

SECTION

3

8-11/8"

BASEMENT

»;

3

T.0. SLAB
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DATE ISSUED 12/21/2007

HOME NO. 9840-SL1.1

3/8" = 1-0"

FILE NAME 9840-SL1.1-A6.dwg




STEP 1: OPTION A

POSITION CLIP SUPPORT FOR GYPSUM
BOARD SO THAT IT DOES NOT INTERFERE
WITH TRIM NAILING.

STEP 1: OPTION B
BACKER SUPPORT FOR GYPSUM BOARD.
8d NAILS @ 12" 0.C.

STEP 2

THE FIRST DRYWALL SHEET IS INSTALLED
16d NAILS @ AGAINST SIDE WITH CLIP OR BACKER.
12" 0.C.
SEE GENERAL NOTES FOR INT. & EXT.
\ SHEATHING REQUIREMENTS

INSIDE "TWO-STUD" CORNERS
9 NOT TO SCALE

3-16d END NAILS @ EA. STUD

COVER SHEET FOR TYPE.
SINGLE TOP PLATE.

SINGLE TOP PLATE
8 NOT TO SCALE

3-16d NAILS

OPTION B: FULL

FULL LENGTH 1x6 OR 2x6 BLOCKING (IF
PERPENDICULAR WALL IS 2x4)

2-8d NAILS @ 12" 0.C.

T-WALL ALTERNATIVES
/ NOT TO SCALE

CONNECTOR PLATE. SEE GENERAL NOTES ON

OPTION A: LADDER BLOCKING
/ *LADDER T-WALL USES LESS WOOD &
q ALLOWS FOR INSULATION BEHIND PARTITION
WALLS.
2-16d END NAILS EAEND
2X4 @ 24" 0.C.
%

NOTICE

THESE PLANS AND SPECIFICATIONS ARE NOT INTENDED FOR CONSTRUCTION BECAUSE THEY ARE NOT
SITE SPECIFIC AND, THEREFORE, A QUALIFIED PROFESSIONAL MUST REVIEW AND REVISE THE PLANS AND
SPECIFICATIONS IN ORDER TO RENDER THEM SUITABLE FOR A SPECIFIC SITE AND IN COMPLIANCE WITH
ALL LOCAL CODES AND ORDINANCES. USER SHOULD RETAIN THE SERVICES OF A PROFESSIONAL
QUALIFIED TO PERFORM THE NECESSARY DESIGN SERVICES TO COMPLETE THESE SPECIFICATIONS,
RENDER THEM SUITABLE FOR CONSTRUCTION AND OBSERVE THE CONSTRUCTION.

THESE PLANS AND SPECIFICATIONS WERE PREPARED FOR THE GREATER MINNESOTA HOUSING FUND
(GMHF) FOR USE BY PERSONS CONTEMPLATING BUILDING RESIDENCES IN MINNESOTA. THESE PLANS
AND SPECIFICATIONS SHOULD NOT BE USED TO OBTAIN A BUILDING PERMIT WITHOUT AN INDEPENDENT
REVIEW BY A PROFESSIONAL QUALIFIED TO PERFORM DESIGN WORK IN THE JURISDICTION WHICH THE
PROJECT IS LOCATED. IT IS THE INTENTION OF THE GMHF THAT THESE PLANS AND SPECIFICATIONS WILL
ONLY BE USED FOR CONSTRUCTION AFTER THE REVIEW AND COMPLETION BY A QUALIFIED
PROFESSIONAL, WHO WOULD THEN AFFIX HIS OR HER SIGNATURE TO THE PLANS AND SPECIFICATIONS.
THE GMHF, THE ARCHITECT, AND THE ENGINEERS WHO PREPARED THE PLANS AND SPECIFICATIONS
GRANTS A LICENSE TO THE USER OF THESE PLANS AND SPECIFICATIONS TO DEVELOP A SET OF
CONSTRUCTION DOCUMENTS FOR A RESIDENCE IN MINNESOTA AND NO OTHER LICENSE OR GRANT IS
PROVIDED BY THE GMHF, THE ARCHITECT, OR THE ENGINEERS. GMHF, THE ARCHITECT, AND THE
ENGINEERS MAKE NO WARRANTIES, EXPRESS OR IMPLIED, WITH RESPECT TO THESE DOCUMENTS AND
DISCLAIMS THEIR ACCURACY, SUITABILITY OR ADEQUACY FOR ANY PARTICULAR PROJECT.

— — ROOFEDGE

FRONT

WALL BELOW

________ ‘lﬂ
\v_ CORNER TRIM BELOW

HORIZONTAL SOFFIT
RETURN BELOW
SIDE
6 PARTIAL ROOF PLAN
34 =10
| EXTENT OF HEADER
HEADER, SEE PLAN——’\I B
FASTEN TOP PLATE TO HEADER — .. T~ %
WITH TWO ROWS OF 16d SINKER N
NAILS AT 3" 0.C. TYP. : I
*JUSP LSTA24 STRAP OPPOSITE
I SHEATHING
TYP PORTAL FRAME /_\;;\

I CONSTRUCTION Il
FASTEN SHEATHING TO HEADER '
WITH 8d COMMON OR GALVANIZED FOR A PANEL SPLICE (IF
BOX NAILS IN 3" GRID PATTERN AS NEEDED) PANEL EDGES SHALL g
SHOWN AND 3" 0.C. IN ALL FRAMING BE BLOCKED AND OCCUR 5
(STUDS, BLOCKING, AND SILLS), TYP. WITHIN 24" OF MID-HEIGHT. =

/\:: i ONE TOW OF TYP.
MIN WIDTH 16" (ONE STORY) N . SHEATHING-TO-FRAMING
,lL::\ y NAILING IS REQD. IF 2X4

| | BLOCKING IS USED, THE 2X4'S
1/2" PLYWOOD SHEATHING /\s;\ [l MUST BE NAILED TOGETHER

I I WITH 3-16d SINKERS
SINGLE 2X6 TRT. PLATE /'_\::

sl /]
2-5/8"X12" ANCHOR BOLTS — &
@ 1/3 POINTS + 4 ?(

5 GARAGE WALL DETAIL
NOT TO SCALE

CORNER BARS GARAGE FOUNDATION
BOTH DIRECTIONS

WATERPROOFING
RIGID INSULATION

(40 BAR DIA. LAP).

CORNER BARS AT——
INTERSECTING WALLS,
WRAP WATERPROOFING
ONTO GARAGE
FOUNDATION 2' EA SIDE

GARAGE/HOUSE WALL DETAIL
4 NOT TO SCALE

NO GREATER - EXTERIOR OR BEARING WALL
THAN 50% OF THE
PLATE WIDTH 0P PLATE
)7 .
6 GAGE AND 1.5 IN. WIDE
METAL TIE FASTENED
ACROSS AND TO THE PLATE
AT EACH SIDE OF THE NOTCH
- WITH 8-16d NAILS EA. SIDE
PIPE
3 WALL PLATE DETAIL: NOTCHING
NOT TO SCALE
L
L3 L3
o | |
= D/3 MAX
sl o |
T | | S
1 1 1
FLOOR JOIST - CENTER CUT
(DIMENSIONAL LUMBER)
=0
Z =
I I N
| | - o
1 1
zo I i
= =
FLOOR JOIST - END CUTS
(DIMENSIONAL LUMBER) “REFER T0 JOIST AND
TRUSS MANUFACTURER
SPECS FOR ALLOWABLE
HOLE AND CUT LOCATIONS
2" MIN. FROM TOP AND
BOTTOM OF JOIST
D
e D/3
ACTUAL "
DEPTH
\PIPE OR CONDUIT

FLOOR JOIST - DRILLING
(DIMENSIONAL LUMBER)

DIMENSIONAL JOIST LUMBER DETAIL: CUTTING, NOTCHING AND DRILLING
2 Forose

TOP PLATE

L ———BORED HOLE MAX. DIAMETER 40% OF STUD
DEPTH, 5/8" MINIMUM EDGE OF HOLE TO
EDGE OF STUD

le—" — STUD

B NOTCH MUST NOT EXCEED 25% OF STUD
DEPTH

A
/| \BORED HOLES SHALL NOT BE LOCATED IN

THE SAME CROSS SECTION OF CUT OR
NOTCH IN STUD

5/8" MINIMUM EDGE OF HOLE TO EDGE OF
STUD

IF HOLE IS BETWEEN 40% AND 60% OF
STUD DEPTH, THEN STUD MUST BE
DOUBLE AND NO MORE THAN TWO
SUCCESSIVE STUDS ARE DOUBLED AND
A: EXTERIOR WALLS & S0 BORED

TOP PLATE

|| —— BORED HOLE MAX. DIAMETER 60%

OF STUD DEPTH, 5/8" MINIMUM
EDGE OF HOLE TO EDGE OF STUD

le—" — STUD

T NOTCH MUST NOT EXCEED

40% OF STUD DEPTH

\BORED HOLES SHALL NOT BE

LOCATED IN THE SAME CROSS
SECTION OF CUT OR NOTCH IN
STUD

5/8" MINIMUM EDGE OF
HOLE TO EDGE OF STUD

B: INTERIOR NON-BEARING

BEARING WALLS WALLS

NOT TO SCALE

@ WOOD STUD DETAIL: CUTTING, NOTCHING AND DRILLING
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Building Better Neighborhoods

332 Minnesota Street Suite 1310-E.

St. Paul, MN. 55101
p.(651) 221-1997; 1.(651)221-1904

www.gmhf.com

SPLIT LEVEL 1.1G

REAR ATTACHED GARAGE

DETAILS

DATE ISSUED 12/21/2007

HOME NO. 9840 - SL1.1

FILE NAME 9840-SL1.1-A7.dwg




NOTICE
o W ELECTRICAL KEY
/ _ NOTE: VERIFY INSTALLATION AND FLASHING THESE PLANS AND SPECIFICATIONS ARE NOT INTENDED FOR CONSTRUCTION
| : =5 DUPLEX CONVENIENCE OUTLET BECAUSE THEY ARE NOT SITE SPECIFIC AND, THEREFORE, A QUALIFIED
RECOMMENDATIONS WITH WINDOW PROFESSIONAL MUST REVIEW AND REVISE THE PLANS AND SPECIFICATIONS IN
MANUFACTURER :%GH WEATHERPROOF DUPLEX OUTLET (G.F.l.) ORDER TO RENDER THEM SUITABLE FOR A SPECIFIC SITE AND IN COMPLIANCE

WITH ALL LOCAL CODES AND ORDINANCES. USER SHOULD RETAIN THE

:§ GROUND FAULT DUPLEX OUTLET (G.F.I.) SERVICES OF A PROFESSIONAL QUALIFIED TO PERFORM THE NECESSARY

1. IF AIR INFILTRATION BARRIER CANNOT BE INSTALLED OVER ENTIRE
BUILDING PRIOR TO WINDOW INSTALLATION, CUT AND PLACE PIECE == 220 VOLT OUTLET DESIGN SERVICES TO COMPLETE THESE SPECIFICATIONS, RENDER THEM
OF AIR INFILTRATION BARRIER AT EACH WINDOW AND DOOR OPENING SUITABLE FOR CONSTRUCTION AND OBSERVE THE CONSTRUCTION.

TO EXTEND BEYOND OPENING MINIMUM 24" ALL SIDES.
(O¢gp SMOKE DETECTOR
2. CAREFULLY CUT AIR INFILTRATION BARRIER ACCORDING TO

THESE PLANS AND SPECIFICATIONS WERE PREPARED FOR THE GREATER

GREATER MINNESOTA /
HOUSING FUND L

| -
MINNESOTA HOUSING FUND (GMHF) FOR USE BY PERSONS CONTEMPLATING op—
%ﬂ“ﬁéwp S‘F- OCF?ELINOGP FLAP OF AIR INFILTRATION BARRIER FLUSH O co CARBAON MONOXIDE DETECTOR BUILDING RESIDENCES IN MINNESOTA. THESE PLANS AND SPECIFICATIONS QJ
: SHOULD NOT BE USED TO OBTAIN A BUILDING PERMIT WITHOUT AN
@GDG CEILING OUTLET FOR GARAGE DOOR OPENER INDEPENDENT REVIEW BY A PROFESSIONAL QUALIFIED TO PERFORM DESIGN Z
WORK IN THE JURISDICTION WHICH THE PROJECT IS LOCATED. IT IS THE
$ WALL SWITCH INTENTION OF THE GMHF THAT THESE PLANS AND SPECIFICATIONS WILL ONLY L4
BE USED FOR CONSTRUCTION AFTER THE REVIEW AND COMPLETION BY A q)
$3 THREE WAY WALL SWITCH QUALIFIED PROFESSIONAL, WHO WOULD THEN AFFIX HIS OR HER SIGNATURE TO <
3. INSTALL BEVELED CEDAR SHIM AT SILL, SLOPED TOWARD THE PLANS AND SPECIFICATIONS. THE GMHF, THE ARCHITECT, AND THE H |_|I_| g
EXTERIOR. n CEILING MOUNTED INCANDESCENT LIGHT FIXTURE ENGINEERS WHO PREPARED THE PLANS AND SPECIFICATIONS GRANTS A .|_) o —
LICENSE TO THE USER OF THESE PLANS AND SPECIFICATIONS TO DEVELOP A q) 5 -
4. WRAP AIR INFILTRATION BARRIER @ SILL AND JAME INTO HO) WALL MOUNTED INCANDESCENT LIGHT FIXTURE SET OF CONSTRUCTION DOCUMENTS FOR A RESIDENCE IN MINNESOTA AND NO ~ o
OPENING, OTHER LICENSE OR GRANT IS PROVIDED BY THE GMHF, THE ARCHITECT, OR THE m = =
(@ EXHAUST FAN (VENT TO EXT.) ENGINEERS. GMHF, THE ARCHITECT, AND THE ENGINEERS MAKE NO = V)
WARRANTIES, EXPRESS OR IMPLIED, WITH RESPECT TO THESE DOCUMENTS m = e«
AND DISCLAIMS THEIR ACCURACY, SUITABILITY OR ADEQUAGY FOR ANY L =
<« TELEVISION/CABLE CONNECTION PARTICULAR PROJECT. C % = ;
[fp]
(=]
k] PHONE JACK = s w2 E
T 2=+ 8
N ¢~ CEILING FAN/LIGHT COMBINATION —_— 2=y £
. PROVIDE ADEQUATE SUPPORT. ‘= E S =5
I = S 85 2
o 2w 3
0N E5%
MmN o =
r - I il F@
5. INSTALL FLASHING AT SILL IN SINGLE PIECE, ALIGN EDGE OF SILL A=@ dj> dj) DA 4
FLASHING WITH INSIDE EDGE OF SILL, EXTEND MINIMUM 6" BEYOND | Q j 0
I SIDES OF OPENING AND 6" UP JAMBS. \ Y
\
NOTE: WIRE ALL BEDROOMS |
FOR FUTURE CEILING FANS
ON SEPARATE SWITCH |
\
|
” =P Jp)
\ f
L
[ ———————— 6. PLACE SEALANT @ TOP & SIDES OF OPENING (ON SHEATHING @ ()
TOP, ON AIR INFILTRATION BARRIER@ SIDES). DO NOT PLACE
SEALANT AT SILL. CD
——————————— 7. INSTALL SECOND CEDAR SHIM AT SILL TO LEVEL SILL FOR GDO =
WINDOW INSTALL, DO NOT ANGHOR THROUGH SILL FLASHING. (H) —
8. CENTER WINDOW, LOOSELY ATTACH W/ 2 FASTENERS & SHIM. <E
—
, L
9. FASTEN WINDOW: ATTACH TOP FIN TO SHEATHING (UNDER LOOSE
FLAP OF AIR INFILTRATION BARRIER); ATTACH SIDE FINS OVER AIR
INFILTRATION BARRIER. ATTACH SILL WITH MASONRY ANCHOR TO
INTERIOR FACE OF WOOD SILL. )
10. APPLY CORNER GASKETS & APPLY SEALANT AT CORNERS. (-
11. APPLY SIDE FLASHING IN SINGLE PIECE, EXTENDING ABOVE AND 18 =10 ;
BELOW WINDOW OPENING 6" (SAME WIDTH AS FLASHING). OVERLAP
SILL FLASHING & WINDOW FRAME BY NOTCHING FLASHING TO WRAP (o)
AROUND TOP & BOTTOM OF FRAME 2" MINIMUM. LAP SIDE FLASHING =T —
ONTO WINDOW FRAME, NOT ONLY NAILING FIN. & = -
Y| <l
12. IF WINDOW DOESN'T HAVE AN INTEGRAL DRIP CAP, APPLY ONE /)
OVER TOP OF NAILING FIN, EXTENDING OVER THE FRONT EDGE OF THE | = —I
FRAME. < I I I
| —
[ 13 APPLYTOP FLASHING IN SINGLE PIECE. EXTEND OVER SIDE OF (N > "
FLASHING 4" MINIMUM & NOTCH FLASHING TO LAP OVER TOP OF
WINDOW FRAME BY 2", —l I—IJ SE
® O =
oC =
I |
O =
14. TAPE TOP FLAP OF AIR INFILTRATION BARRIER OVER TOP OF TOP =
FLASHING W/ MANUF.-APPROVED TAPE. TAPE DIAGONAL CUTS. L D— o
® —1 =
N
15. IF REMAINDER OF AIR INFILTRATION BARRIER IS INSTALLED AFTER
WINDOW INSTALLATION, LAP THE ADDITIONAL AIR INFILTRATION
MATERIAL OVER BARRIER INSTALLED AT WINDOW AT HEAD AND
JAMB AND UNDER BARRIER AT SILL AS RECOMMENDED BY
MANUFACTURER AND SEAL ALL SEAMS.
DATE ISSUED 12/21/2007
16. FROM INTERIOR, CHINK OPENING AROUND WINDOW/DOOR WITH
BATT INSULATION AND CAULK (USING BACKER ROD IF NECESSARY) HOME NO. 9840-SL1.1
OR USE NON-EXPANDING FOAM INSULATION TO SEAL REAR OF
WINDOW/DOOR FRAME TO ROUGH OPENING, SUBJECT TO FILE NAME 9840-SE1.1 -A8.dwg
MANUFACTURER'S REQUIREMENTS. PROVIDE A COMPLETE SEAL

WITHOUT CAUSING DEFORMATION OF THE WINDOW FRAME OR
IMPACTING NORMAL WINDOW OPERATION.

WINDOW FLASHING DETAIL BASEMENT ELECTRICAL PLAN

3 Forrosca 1 Feoo






